Obalena elektroda pre zvaranie nehrdzavejucich a Ziaruvzdornych oceli

Covered electrode for welding stainless and heat resisting steels

Elektroda otulona do spawania stali nierdzewnych i zaroodpornych OERLi KON
Rutilovy obal, Rutile covering, Otulina rutylowa

Standards: DIN EN 1600 E2520R 12

AWS/ASME SFA-5.4 ~E310-16

Comparable No. of Materials: 1.4842
SK Vlastnosti a pouzitie: GB Applications and properties: POL Zastosowania i wlasnosci:
Obalena elektréda pre zvaranie Electrode for welding heat resisting Elektroda do spawania stali
Ziaruvzdornych Cr a Cr/Ni oceli. chromium and chromium-nickel zaroodpornych chromowych i
Plne austenicky zvarovy kov, steels as well as cast steels. Fully chromowo-niklowych oraz staliw.
Ziaruvzdorny do +1200 °C. Zvarovy austenitic weld metal, non-scaling Catkowicie austenityczne stopiwo,
kov nie je koroézii vzdorny v prostredi  up to +1200 °C. Weld metal is not odporna na tworzenie zgorzeliny
sirnikov. corrosion resistant to sulphurous do +1200 °C. Stopiwo nie jest

combustion gases. odporne na korozyjne dziatanie

zasiarczonych gazéw spalinowych.

Materials for instance:
Joint welding of alloy steels

No. of Materials DIN-Designation No. of Materials

G-X 15 CrNi 25 20 X 15 CrNiSi 25 20

Weld metal analysis (typical values in %):

0,10 0,75 1,70 27,00 21,00

Mechanical properties of all-weld metal (single values are typical values):
0,2 % Proof stress | Tensile strength Elongation Impact energy ISO-V [J]
[N/mm?] [N/mm?] As [%]
AW | |
AW = as-welded

Heat treatment

Redrying: Generally not required. We recommend redrying 2 hrs. at 300 - 350° C.

Amperage [A]:

22,5 23,2 24,0
45-70 70-120 110-140

Weight/Carton [kgs]

@ [mm] Length [mm] Pieces/Package | Weight/Package [kgs] | Pieces/Carton
2,5 300 190 3,4 570
3,2 350 120 4,1 360 12,30
4,0 350 80 4,2 240 12,60

Type of current/Polarity/Welding positions:
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